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1 Preface

11 Units

When discussing the motion of particles in magnetic fields, I will use
MKS units, but this means that momentum, energy, and mass are
in Joules and kilograms, rather than in the familiar 'electron Volts’.
To make the conversion easy, I will introduce these quantities in
the forms: [pc/e], [E1/e], and [mc?/e], respectively. Each of these
expressions are then in units of straight Volts corresponding to the
values of p, £ and m expressed in electron Volts. For instance, I will
write, for the bending radius in a field B:

_ Ipe/e]
Bc
meaning that the radius for a 3 GeV/c particle in 5 Tesla is
3 10° 5
= = 2m
P 5 X 3108

This units problem is often resolved in accelerator texts by ex-
pressing parameters in terms of (Bp) where this is a measure of
momentum: the momentum that would have this value of B X p,

where pe/e
pc/e
(Bp) = —
For 3 GeV/c, (Bp) is thus 10 (Tm), and the radius of bending in a
field B=5 (T) is:




1.2 Useful Relations

dE = [, dp
dE dp
B g
p

ap — P

72



2 Pion Capture, Phase Rotation and
Bunching

2.1 Production

2.11 Initial KE Distribution

e.g. from 24 GeV p’s on Hg

/ M“\«wv

00 02 . 04 0.6
initial kinetic energy (GeV)

1 wv} e.g. From 2.2 GeV p's on Hg

e similar distributions
e Reasonable bight to accept: 50-250 MeV
e < p>~200 MeV/c
e 0, >=~200 MeV/c

e rms angles /45 degrees !



2.2 Pion Capture

221 Magnetic Horn Capture

Horn theory Outside an axial conductor

B — /’LO ]1
2m T
Bending: 10
B c
ds — [pc/e]

Minimum radius set by inward forces. Find exit shape to focus
mom=np:

03 7 p=150 MeV/c 1=300,000 A r,=1 cm

z (m)
Shape is close to a conical "horn”
Note that it does not focus small angle particles



Example

CERN Design

pion trajectons

R V.

it
o 30 cm 100 cm

Horns have been long used for neutrino beams, but at a repetition
rate of 1/5 Hz or less
Challenge is:

e Run at a higher Rep rate (=15 Hz)
e Withstand Radiation Damage

e Allow cooling of Target, or use of mercury inside r,

10



2.3 Solenoid Capture

In the transverse plane:

For particles generated in a thin target on the axis, inside a solenoid

of inside radius R, the maximum transverse momenta captured will

be:

e.g. For a 20 T solenoid of 8 cm radius, (These are the dimensions

ipc/e] L (max) =

[pc/e]L
cB

cB. R
2

of an existing resistive solenoid at FSU)

pi(max) = 240MeV/c

Contains a80% of 7’s below 250 MeV

100

(cm)

50

radii

-50

-100

] Cu Coils
Hg Containment

SC Coils
‘:II:II:I

| e—
[

Be Window

0 250 500 750

length (cm)
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2.4 Adiabatic Matching

The match between a target capture Solenoid and a decay channel
solenoid can be made, with negligible loss, by gently tapering the
magnetic field! .

The condition for ”gentleness” is that d3/3, is small in a distance

equal to the current [

s dz
5 §;
or 43
— = 1
0 e <K
Since 8 o 1/Bgoienoid:
d(1/B
M = e <K 1
dz
which gives: B
B(z) = ° D
(2) 1 + k2 5)
where B
k = € o (6)
2 [pc/e]

Note that the B drops initially very fast, corresponding to the short
(’s at the high initial field, but falls much slower at the lower later
fields where the (’s are long.

R. Chehab, J. Math. Phys. 5 (1978) 9.
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For a taper from 20T to 1.25T at momenta less than 1 GeV and

e = .5, the taper length should be approximately 6 m.

0.0 2.5 5.0 75

0.0 2.5 5.0 75

2
.

5 10¢

©

-

0.0 2.5 5.0 75
length (m)




25 Time Jitter from Pion Decay

Note that in this section I will the HEP convention of ¢ = 1 so that
p and m are in the same eV units.

[f the p bunch had zero length, and there was no decay, then after a
drift the momentum vs. time distribution has zero width and phase
rotation is ideal.

= 1.00
v
S

0.75
<
-z 0.50 time at length = 50 m

0.25

0.00 :

25 50 75 100
time (ns)

But since the pions decay to muons
(m — p + v) there is a spread from the random pion decay angle
and decay position:

—_
S
S

e
-3
ot

mu KE (GeV)
<
3

tlme at len%th = 50 m
for decay a
for backward to forward decays

0.25

0.00

1 1
0 25 50 75 100
time (ns)

14



Decay in Center of Mass

pu~ 30 MeV/ec =m; —m,

[sotropic, so

dn_ is flat from -30 to 30 MeV/c

dp,uz

E, = \[pi+mi =m,

Lorentz Boost to velocity of initial 7

KE +m;,
Vo =
My
1
6% = |1 ——
g

m, —m
Yp(final) =~ v £ Beyr ( “)
my
dn
i 22
IE
0.0 05 1.0 15 A

Vr

0.00 0.25 050 0.75 100  Eu
Er
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dp 1 My — M
N N i i)
Coody T 8 My,
I (m m
AB, — m My
O v’ ( my, )
If decay occured at distance £ = [cyT then At between forward
and backward cases:
d (L 1
At~ — |—| A8 = — A
i5 () 59 = o perm 9
NP (’m7T — mﬂ)
By my,

The rms spread of a uniform distribution = {/1/3 x max, and the

rms of the exponential is =v2 x 7
2 T (’m7T — mﬂ)
3 By

Ot
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rms t (ns)

10.0% —
6 L .
5L numerical calc
4 L
5 approx formula
2L
| ] |
0.00 0.25 0.50 0.75 1.00

pion KE (GeV)

Conclusion on jitter from decay

If we capture muons from 50 to 250 MeV, the average K F, ~
125 MeV, where 0; =~ 4 ns. If we want the broadening from the
proton oy to be < 25% then oy(beam)<3 (nsec).

If we capture higher momentum muons, then we need a shorter p
bunch length.

17



dE

2.6 Phase Rotation
2.6.1 Introduction

e Initial pions have rms dp/p =~ 100%

e rms Acceptance of cooling ~ 8%

Phase Rotate

e Increase dt

e Decrease dE

Drift RF 7777777777777 17>

dt

18



262 Phase Space Conservation

For initial
AE =200 MeV (full width) x 0t =4 nsec (rms)

(time is set by fluctuations in decay. See section 2.5)

and final

0F =16 MeV (rms)

OE/E 8% (rms) at 200 MeV

Then
At(final) = 200<f§bél()r;$<rms>

To capture and accelerate this, without re-bunching, we need
frequency < 1/50(nsec), i.e. < 20 MHz

= bOnsec(full)

e KEK: 5-25 MHz which meets the requirement, but which allows
only low gradients.

e PJK: 30 MHz but gave final 15 % (rather than above 8%) dp/p
e CERN: 44 or 8 MHz neither can meet this specification

Solution for v factory (but not collider) :
rebunch into multiple higher frequency RF cycles

19



Muon K Energy (MeV)

2.6.3 Phase Rotation without re-bunching

e.g. CERN
e 30 m decay channel
e 30 m 2 MV/m 44 MHz RF
e Captures ~120-300 MeV

e Gives ~4 m long bunch

e and ~=+ 5%

Before

RF Phase

100 152 20 250 am

20



E (GeV)

e.g. PJK

Len freq Grad
m MHz MV/m

Drift | 6

RF | 12 40 6

RF | 24 30 5

RF 5 45 6

%ﬁ#
0.20 = +
o-ﬁé +_H'_|_ +
@%HO Tt et +F
ir +
015 | ggg i 4
s Rk
—T =8 o ot
— &= +
_ 0
0.05 - S #O_-l-_
OOO 1 1 1 1
0.0 2.5 5.0 7.5 10.0 12.5

e ~( m long bunch

o ~12 % dE/E
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264 Phase Rotation with Re-Bunching

Alternative allowing higher frequencies:

Re-bunching increases dE/E by ~4 x
So require dE/E 22% before re bunching
And At =50 nsec x4 ~ 200 nsec

US Study 1 had ~150 nsec
US Study 2 had ~300 nsec

Too long for conventional rf,

Use Induction Linacs

e pulses 50-500 nsec
e Grad’s ~1 MV/m

22



2m Section
95 cm radius
similar to
ATA or DARHT
but
Superconducting
inside coil

MCPC Module

Cell Cables

SCR Switched Prime
Power
Induction
J Core
- Beam
~SC Coll
St Bist i Byt b e
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e.g. From US Study 1

e Energy spread non uniform
" Distorted”

e dp/p rms = 6%
e — 18% after bunching

e particles lost

0 40 100 m along the linac

50—
=
@
=3
&
5 300 A
=
L))
©
°
|_

“"'"“'“"i"""."—?"if;"...;.,,‘.‘v”.___ eaens 5 . .
100 s ' L 1 ' s 1 LT P B Ly
50 100 150 200 250

cT (m)

Figure 6: Beam distributions in E-cT phase space along the induction linac. Distributions from L = 0,
20, 60, and 100 m are shown.

Note: above phase space after rotation has funny shape: large dp
at low E, and small dp at high E. i.e. The phase space is distorted.
This can be fixed.
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2.65 INon-Distorting Phase Rotation

: MUC-114
S 03 -
o)
S . :
26 Dlstortlng
o 02 F
M =
/>_\ 0.1 — ]_ 0000 O
¢ <
E.D/ OOO
& 00 /
@
=
o
> 0.1 - | ' i ' |
0 100 200 300
ct (m)

0.3 r
3 .
S, Non-Distorting
=
e
01 F
>
©
& 00
@
=
o
> 0.1 b
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Study 2 with 3 Linacs

1. 30 m Drift
2. 100 m induction Linac to modify E vs t
3. Second drift (& 100 m)

4. 2 x 80 m induction Linacs to reduce dE/E

—

)

ja=)
I

Ind 3

)

nd 2

Gradient (MV /m)

-100

0 100 200 300 400
time (nsec)

0.5

=
e
T

%\
%

Lhe o . .
R RNRA .,

=
—
T

corrected kin energy
o O
[
T T
i

0 200 0 200 ;
t (ns) t (ns)

=
o

e Energy spread more uniform
e dp/p rms ~ 3%
e OK for bunching

e But Expensive
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27 RF Buncher

e.g. from Study-2: Three stages:

mom (MeV)

mom (MeV)

stage len 400 MHz 200 MHz

m MV MV

1 REF 275  -2.38 9.55
Drift | 22

2 RE | 5.5 -4.46 17.9
Drift | 8.25

3 RE | 8.25 35.8
Drift | 5.5

Similar to Study 1

300 Before

250
200

150

100

300

250

200

150 |

100 1 1 1 1
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2.8 Bunched Phase Rotation

2.8.1 Introduction

1. Drift
2. Bunch
3. Rotate with high freq. rf

vs. Conventional

1. Drift
2. Rotate with induction linac

3. Bunch

Study 2 with Induction Linacs
dE

Drift Ind. Linacrzzzzzz7777> Buncher () ()00 00000

dt

Bunched Beam Rotation with 200 MHz RF  (Neuffer)

dE
Variable f RF Buncher
2 0
®®® 0 0 )
Drift @@@ ®®®RFRotate®®®®®®®®®
®® 0 0 T

28



2.8.2 Simulation

CI-BG T TT | TTTT | T TTT | TTT I_ G-E

0.25 — p.z

0.28 - — 0.z

0.15 =T — a1
= I ]

&g — — — o4

L L ’ ]

R - -+ 4
0.05 — — — oo
0.03 [———————— I Pt I ——— I L I:_”"L""i""é""_

C ] W/ GeYeane pl
0.02— = 0.3636 mus 1n S0 MoV
C 4 £
0.0l — 7 § 0.2998 mus 1n 108 Mev
: ey h
C L1 [ | | HHH”J-“h‘L”ﬂ”H””n”Mﬂﬂdﬂﬂﬂﬂmmnnmnﬁ Z= 1838 m
0 20 40 B0 B0 160
cT-0 Crnd

Figure 7: Muon distribution in (F,#)space along with marginal distributions
for 38 vernier (d=0.16) cavities followed by 23 (matched) fixed frequency cavities
generated with 1COOL program. Ny=20 in buncher part. Plots and numbers quoted
are based on 188 000 incident protons.
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2.8.3 Compare with conventional

1. Inevitably Distorting

2. But shorter, giving less decay
3. Similar efficiency for one sign
4. But both signs rotated

5. Much less cost than induction

e Study 2
- ™ [a\]
ey
2 E 2 =

e e.g. Bunch Beam Rotation

Drift
Bunch
Rotate

30

Ind 3

Bunch



3 Transverse Cooling

31 Recap Beam Definitions

3.1.1 Emittance

Phase Space Area

normalized emittance =
T mec

The phase space can be transverse:p, vs , p, vs y, or longitudinal
Ap. vs z, where Ap, and z are with respect to the moving bunch

center.
If x and p, are both Gaussian and uncorrelated, then the area is

that of an upright ellipse, and:

T 0p Oy

(=T e, (wmrad) (7
T Op 0 oy

- = v) z d 8

V= e~ OB (mm rad) (8)

€ =€ € (m m)® (9)

Note that, by convention, the 7 is not included in the calculated
values, but added to the dimension

31



3.2 Betacourant—schneider of Beam

Again upright ellipse in " vs x, %%%

Oy

bL = — (10)

oy

Then, using emittance definition:

Og :JEJ_ 6J_ 7 (11>

32



( is like a depth of focus

s.1.4 Betac,urant—scnneider Of @ Lattice

(3, above was defined by the beam, but a lattice can have a (3, that
"matches” a beam

e,g. if continuous inward focusing force, as in a current carrying
lithium cylinder (lithium lens), then

£
dz?

y = A sin (é)

y = ;10 COS (é)

where 3, = 1/k 1f B, = [Bpeam then all particles move arround

= —ku

the ellipse, and the shape, and thus Gean remains constant. i.e. the
beam is matched to this lattice. If B, # Bpeam, then Bpeam oscillates
about ,: often refered to as a "beta beat”.
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32 Introduction to Solenoid Focussing
321 Motion in Long Solenoid

Note: [pc/e] is the momentum in units of Volts

~ lpe/el
c B,
y
0
w T
[ v
2
X
x = psin(y)

y = p(1—cos(¥))

34



3.2.2 Larmor Plane

If The center of the solenoid magnet is at O, then consider a plane
that contains this axis and the particle:

Yy y

u >\he1iX

N

/\Larmor

r = |20 (sin(9))]
u = 2 (sin(0))

c/el.
o - 20
pc/el.
A armor — 2
L " 2¢c B,

In this case, the lattice parameter 3, is defined in the Larmor frame,
S0

_ pc/el.
g, = 21, 13)

35



323 Aparent Focusing ”Force”

In this constant B case, the observed sinusoidal motion in the u plane
is 'as though’ there was a restoring force

£
dz?

b= (2 [pB/])

This is true, even for varying fields

= —ku

where

Note: the focusing "Force” oc B? so it works the same for either
sign, and o< 1/p?. Wheras in a quadrupole the force o< 1/p

So solenoids are not good for high p, but beat quads at low p.

Angular Momentum

The momentum perpendicular to the Larmor plane:

Pl Larmor — Pllab Slﬂ(ﬁb)

The angular momentum M about the Larmor axis O:

M = rp, sin(¢)
M) = e

36



324 Entering a solenoid

If no angular momentum outside

radius r

B,
2.5
Apy
0.0 = 71’ B,
e
25 F
—EI)O —2I5 OI.O 2I5 E)IO
B,
Alpc/e], = [B,dz = 2“3 (14)
r* B, c
Mecje] = prr = 5

Same as that for motion in the Larmor plane. i.e. if no angular mo-
mentum outside then motion remains in Larmor plane independent

of field shape.

But if angular momentum outside M, (known as Canonical Angu-
lar Momentum) is not zero, then motion is in a w v frame, but still
as given by an aparent centering force.

and inside B.:

(Mc/e] = [Mc/e], +

r? B, c
2

37



3.3 Transverse Cooling

p less |~ p restored

/ pi less / p still less
/ /

Material Acceleration

331 Cooling rate vs. Energy

(eq 7> Crxy — Vﬁv 09 Ozy

If there is no Coulomb scattering, or other sources of emittance
heating, then oy and o, , are unchanged by energy loss, but p and
thus (v are reduced. So the fractional cooling de /e is:

de dp dE 1 15)
e p BB

which, for a given energy change, strongly favors cooling at low
energy.

38



But if total acceleration were not important, e.g. if the cooling
is done in a ring, then there is another criterion: The cooling per

fractional loss of particles by decay:

0 - de/e B dp/p
~dn/n  dl/cBT
_ dE/E 1/5;

dt/(cyB,T)
dEl 1
= (ct/my) ar E

Which only mildly favours low energy

39



332 Heating Terms

€ry — Vﬁv 0g Ogy
Between scatters the drift conserves emittance (Liouiville).
When there is scattering, o, , is conserved, but oy is increased.

Alery? = 752 02, Al0d)
2¢ Ae = 732 (EﬁL) A(o})

By
ﬁj_;/ﬁv A(O’%)

Ae =
e.g. from Particle data booklet

14.1 106)2 As

Aloy) ([pc/em Ln

A B 141100\ 1
‘- v B3 (2[m62/e]u) LpdE/ds

40



Defining

1 (141109 1
C t, b)) = — 16
nat.2) = 5 (i) Zoarias 09
then A 3
€ 1
— = dFb C(mat, £ 17
6 Z Clmatp) (17
Equating this with equation 15
dE Lo dE b C(mat, E)
g E eY5;
gives the equilibrium emittance €,:
€xy(min) = % (mat, F) (18)

At energies such as to give minimum ionization loss, the constant
C, for various materials are approximately:

material | T density dE/dx Lp C,
°K kg/m> MeV/m m 107*

Liquid Hy | 20 71 28.7 8.6 38
Liquid He | 4 125 24.2 7.55 5l

LiH 300 820 159 0.971 61
Li 300 530 87.5 1.55 69
Be 300 1850 295 0.353 &9
Al 300 2700 436 0.089 248

Clearly Liquid Hydrogen is far the best material, but has cryogenic
and safety complications, and requires windows made of Aluminum
or other material which will significantly degrade the performance.

41



3.3.3 Rate of Cooling
de (1 emin) dp
¢ p

(19)

334 Beam Divergence Angles

Oy — 7€J_
" JﬁL 61)7

so, from equation 18, for a beam in equilibrium
C(mat, F)
Op — 5
B
and for 50 % of maximum cooling rate and an aperture at 3 o, the
angular aperture A of the system must be

C(mat, &

A=3\@J ( 2’ ) (20)
By

Apertures for hydrogen and lithium are plotted vs. energy below.

These are very large angles, and if we limit apertures to less than

0.3, then this requirement sets lower energy limits of about 100 MeV

(= 170 MeV /c) for Lithium, and about 25 MeV (= 75 MeV/c) for
hydrogen.
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3.4 Focusing Systems

3.41 Solenoid

In a solenoid with axial field By, (from eq 13)

_ 2]pc/e
ﬁj_ a C Bsol

SO
2 v [mc?/e],
Bsol C

For £ = 100 MeV (p = 170 MeV/c), B = 20 T, then [ =
5.7 ecm. and

€xy(min) = C(mat, F) (21)

€ry ~ 266(mmm mrad).

44



342 Current Carrying Rod

In a rod carrying a uniform axial current, the azimuthal magnetic
field B varies linearly with the radius r. A muon traveling down it is

focused:

d?r B c rc dB

dr  [pc/e]  [pc/e] dr
so orbits oscillate with
9 VB [”LCQ/Q]M
b dB /dr C (22)

It we set the rod radius a to be f,, times the rms beam size

. €x,y 6L
7T\ By

and if the field at the surface is B,,q;, then

Vﬁv [mc2/€],u fap €xy ﬁ
Binax € Y B

0,y (from eq.11),

2
5 1 =
from which we get:

[ fa Imc? /e

puting this in equation 18

| 2/3
“) (YBy €xy)"

Jap [ch/e]M

copfmin) = (Clmat, £)' (P2 L) /5 (2

45



min emitance (7 mm mrad)

300

200

100

c.g. Bpa=10T, f,,=3, E=100 MeV, then 5, = 1.23 c¢m, and
€(min)=100 (7 mm mrad)

The choice of a maximum surface field of 10 T is set by breaking
of the containing pipe in current solid Li designs. With liquid Li a
higher field may be possible.

343 Compare Focusing

Comparing the methods as a function of the beam kinetic energy.

| 20T Solénoid
10T Li Lens
1 1 1 1 1 111 | 1 1 1 1 1 11
2 3 4 56789 2 3 4 56789
10.0 102 103

Kinetic Energy (MeV)

We see that, for the parameters selected, The lithium rod achieves
a lower emittance than the solnoid despite its higher C' value. Neither
method allows transverse cooling below about 80 (7 mm mrad)

46



35 Angular Momentum Problem

or: Why we reverse the solenoid directions

In the absence of external fields and energy loss in materials, the
angular momentum of a particle is conserved.

But a particle entering a solenoidal field will cross radial field com-
ponents and its angular (r ps) momentum will change (eq.14).

cB,r
Ape/els) = A5
If, in the absence of the field, the particle had ”canonical” angular
momentum (pgs 7)can, then in the field it will have angular momen-

tum:

pefelpr = (Po T)ean + (C BQZ T) r
pe/els Tan = pe/elsr — (S55) 7 (2)

[f the initial average canonical angular momentum is zero, then in
B.:

c B, 7“)
r

< |pc/elyr > = ( 5

Material introduced to cool the beam, will reduce all momenta,
both longitudinal and transverse, random and average.

Re-acceleration will not change the angular momenta, so the aver-
age angular momentum will continuously fall.
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Consider the case of almost complete transverse cooling: all trans-
verse momenta are reduced to near zero leaving the beam streaming

parallel to the axis.
pefelsr = 0
and there is now a finite average canonical momentum (from eq.24):
cB. 'r)
r
2

< Ipc/els r >can = — (

When the beam exits the solenoid, then this canonical angular
momentum becomes a real angular momentum and represents an
effective emittance, and severely limits the possible cooling.

c B. 7“)
r
2

<|pc/elp T >ena = — (

The only reasonable solution is to reverse the field, either once, a
few, or many times.
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351 Single Field Reversal Method

The minimum required number of field "flips” is one.

m 1y
0
1t L |
0 1 2 3 45 6
< 0 |
M ]
9L , R .
0 1 2 345 6
= 1t
EO
v_l_ . . — .
0 1 2 345 6

Stages along Length

After exiting the first solenoid, we have real coherent angular mo-

mentum:
cB.r
(pe/cly s = —(“227)
The beam now enters a solenoid with opposite field B, = —B,;.

The canonical angular momentum remains the same, but the real

angular momentum iS doubled.
C le ]
7/'

(pe/clo e = =2(“

We now introduce enough material to halve the transverse field
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components. Then

cB.r
(pe/clom)s = = (“5) 7
This is inside the field B,, = —B.;. The canonical momentum,

and thus the angular momentum on exiting, is now:

(pefelots = —(S227) v — —(C227) 7 = 0

352 Example of ”Single Flip”

From "single flip alternative” in US Study 2

oy (um Ty (MeV/ic)

e il

£ (m m-rad)

. A

i PR R R
Y N I I BN NN Y NN NN N HNY NN N NN NN NN NN NN NN N NN NN N N N N R R R R
) ([} 200 a0 400 S0 il 70 IR o) [EX 1100 120 130 14400
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ave ang mom (mm MeV/c)

353 Alternating Solenoid Method

If we reverse the field frequently enough, no significant canonical
angular momentum is developed.

The Figure below shows the angular momenta and canonical an-
gular momenta in a simulation of an ”alternating solenoid” cooling
lattice. It is seen that while the coherent angular momenta are large,
the canonical angular momentum (in red) remains very small.

5000 \/\/
2500
0 —] L —
-2500
-0000 /\/\/\
0 20 ZiO 60

len (m)

o1



3.6 Focussing Lattice Designs

3.61 Solenoids with few ”flips”

e Coils Outside RF: e.g. FNAL 1 flip

PEELIMIMARTY DESIGH

2.13m

1.5

CRTO PUMP
GRETO HEAT EXCHANGER
/"CHﬂHIF" He s Lha
Lh2 ManNIFOLD

LhZ ABIORBER
WAELIFSOIDAL W INDOW 3,
+=0.0009n

/r-ﬂ.lﬂn. +

QI0Em LHE

i -. (L.2m -.
; \ LEESm
|

FLODR I \
valUUN SEaAL BELLOE
I ] . — [ — - — ]
SOLENDIDS MIL“ 0.3m —
]
LEEEm 12594 m HOTE:
REFEREMCE: 25m
E ] E. Black
{REV.3) Ins 2859
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radii (cm)

(T)

axial B

e Coils interleeved: e.g. CERN

N S | NG (D |

0 ] 1 ] 1

0.0 0.5 1.0 1.5 2.0 2.5
length (m)
5.0
0.0 | I | I
0.0 0.5 1.0 1.5 2.0 2.5
Length (m)

In this design, the field must be flipped, as in a uniform field case.
But here the Field is far from uniform and must be treated as a
lattice and will have "stop bands”.
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Bz (T)

!
)

»Flips”

One must design the flips to match the betas from one side to the
other.

For a computer designed matched flip between uniform solenoidal
fields: the following figure shows B, vs. z and the 3,’s vs. z for
different momenta.

alt sol B=1.25 (apr00 asln)
_ 300 .~ steps .11 to .29 (GeV/c)

)

| | |
0
0.0 2.5 5.0 7.5 0.0 2.5 2.0 7.5

length (m) length (m)
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Bz (T)

Bz (T)

Bz (T)

3.6.2

10

-10
10

-10

Lattices with many ”flips”

Alternating Solenoid

/‘\/f\‘\/‘\ S e 2 08 (/m)

FOFO

/_\ dBé(Zr?(?é?mzx?Sél: %)TAZ (T/m)

0.0 0.5 1.0 1.5 2.0

Super FOFO

/\/\ dé /dzgm:ax) (7 (T/m)
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Determination of lattice betas

e Track single near paraxial particle through many cells

e plot 0, vs x after each cell

o fit ellipse: (., = A((x) / A(6,)

beta vs. Momentum
Note "stop bands” where particles are not transmitted

0.74

0.5+

beta (m)

0.29

0.00 ' '/

0.05 0.10 0.15 0.20 0.25 0.30 0.35
momentum (GeV/c)

e Alternating Solenoid has largest p acceptance
e FOFO shows § o dp/p
e SFOFO more complicated, and better
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363 Example of Multi-flip lattice

US Study 2 Super FOFO
Smaller Stored E than continuous solenoid

over RF (=~ 1/5)

)

3)

= 10 =2 =2

%. gg EE 5] §5E DO 553

g 0 L L [T I d 0

= 0 1 2 3 4 5
length (m)

)

= 2

2

=0

=

»

< -2

0

Length (m)

Adjusting Currents adjusts 3,’s
But mom acceptance falls with 3,

0.6

0.4 \\/\
45 cm
0.2 F
22 cm
5.5 cm

0.0

beta (m)

0.10 0. 20 0. 25 0.30
momentum (GeV/c)
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364 Tapering the Cooling Lattice

(m)

beta

beta (cm)

e as emittance falls, lower betas

e maintain constant angular beam size

® maximizes cooling rate

e Adjust current, then lattice

2.75 m lattices

1.65 m lattices

0.6
0.4+
/]
0.9 ;
7/
O. | | |
0.10 0.15 mod%(%entun(l)'%(GeV})é:}O
60 r
\
A/
40 | - o o
NN
20 97333 T
O | | | |
400 450 500 550

len (m)
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3.6.5 Hardware

At Start of Cooling

COLLAPSIHLE.
FLANGE/WEDGE - SAFETY WENT

RF FEED
CERAHIC

COIL sUPFORT
RIMNG

WINDOW

LH=

PUKF

COOLANT SURPPLY
f RETLRMN

273m [108.3%] | ROUGH TO LOW “ACUUM
OKE LATTICE LENGTH Ly wacumm

S5n [RIES]
g g AXIAL FIELD
COIC "¢ gL R WAKIHUM 7B (41 6247245 RF 201 HHz CRVITY

At end of Cooling

1.65m T64.96"7

lenl of A2 ol of A2
1.439m [56657] 0145m [3.717]
lenl of &l
ol of B G088m [2.60°]
-
0099m [3.20°] dl af Al RF FEET AT 15* ROTAT
letil of B 0,145m [5.71°]
0.776m [3053°]
Inl RF CENTER 0.175m [&.83°]
0.808m [3L8L7] 0.0L7m [0.67] SAFETY WENT

COLLAPSABLE
WEDGEA/FLANGE

IW.L ®0.098m [384°]

ACCESS EORE

dr B D0Em [2,25°]
0.396m [15.5%*] =COIL SUPPORT
AEZOREBER WIMDOW
d B o AlEAZ Al WALl t=ceip
a

HYDOROGEM WIMNDOW

0.657m [P5ass1  0.33m 12991
rod Dilm [4,337]

rod 0199m [7.B17]

HYDROGEM HAX
dl 0.2lm [E

0.528m [23,157]

i CRYOSTAT rod

d4l0.499m [1964°ICRYOST

rod of RF
0E27m [24697]

af WACUUM WESSEL
020lm [31.537]

COOLANT SUPFLY
AT 180°

RF 201 MHz CAVITY

HIGH VACUUM COMECTION s "heraTl DESIGN WG

AT 200°
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366 Study 2 Performance

15
~ 12
=
E 10
e,
-
2.
= 5 — \\
g 2.2
0 | | |
400 450 200
length (m)

With RF and Hydrogen Windows, C, ~ 45 10~*

B (end)=.18 m,

€ (min)

so from eq. 19

de (end)

€

B,(end)=0.85, So

45107 0.18
= 0.95 (mmm mrad)
0.85
€1
— &~ 2.3
€ (min)
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mu/p

Muons accepted by Acceleration

0.6

0.4

0.2

0.0

Without cuts

0.234
0.174
/_{15;;:11’1 rad)
0.064 and 150 mm | € cut (m)
| ] |
400 450 500
length (m)

e Gain Factor = 3

e No Further gain from length

e [Loss from growth of long emit.

e Avoided if longitudinal cooling
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1+ Longitudinal Cooling

41 Introduction

High dp/p
Low ¢,

< A
Low dp/p
High ¢,

L\

Y Y

A

Material  Magnet

e dp/p reduced

e But o, increased

e Long Emittance reduced

e 'Trans Emittance Increased

e "Emittance Exchange”
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a2 Partition Functions

Following the convention for synchrotron cooling we define partition

functions:
A (ezy.2)
Joy. = —6‘7&2 (25)
p
Jo = Jy+ J, + J. (26)

where the A€’s are those induced directly by the energy loss mech-
anism (ionization energy loss in this case). Ap and p refer to the loss
of momentum induced by this energy loss.

In the synchrotron case, in the absence of gradients fields, J, =
Jy, =1, and J, = 2.

In the ionization case, as we shall show, J, = J, = 1, but J, is
negative or small.

421 Transverse

From last lecture:

Ao,y Ap
O_pL p
and o, , does not change, so
A€y y _ Ap (27)
El’,y p

and thus
J, = J, = 1 (28)
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122 Longitudinal vy

Wedge

o S
\“V v \‘M“’Vgﬂz
Beam %\ _ ds dy
\@f h

The emittance in the longitudinal direction €, is (eq.8):
o
€ — f)/ﬁvgpo-z — CO,y 0y

where o; is the rms bunch length in time, and c is the velocity
of light. Drifting between interactions will not change emittance
(Louville), and an interaction will not change oy, so emittance change
is only induced by the energy change in the interactions:

For a wedge with center thickness ¢ and height from center h (

2h tan(0/2) = £), in dispersion D (D = %‘%g) (see fig. above):

= (i) (&)

Ap Ay (dy)

ds

Ae, Ao, dl (d*y)
€, o dry

and

p By By \ds
So from the definition of the partition function J,:

Ae; (ﬁ) D (@)
Jz — _& — h) Bg v \ds . 29
% 557 <%> h ( )
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W

Energy Loss

w

relative(dE /dx)
[\]

10.0 107 10?
Muon Energy (MeV)

A typical relative energy loss as a function of energy is shown above
(this example is for Lithium). It is given approximately by:

dry 1 5
I = = B 72 ( In(A By — 59 (30)
where 5 2/ )2
mec-/e
A = 7 (31)
0.0307 Z
b= (muc2fe) A (32)

where Z and A are for the nucleus of the material, and I is the
ionization potential for that material.
Differentiating the above:

5(dfy/ds)_B<2_ 1 In( A Giat 2)
0y By \Buv <507)3 ( BD/}/) " (ﬁv/y)g

Substituting this into equation 29:

2 1 4_ 4
(5 — oy A B + gop)

~ 3
o (5 In(A BJy* = ) )
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423 6D Partition Function Jg

Sy Jpyand Jg = Jp + J, + J, are plotted below

Partition Functions J
— (\)
\&}k‘ 5
@K‘

10.0 10 10°
Muon Energy (MeV)
It is seen that despite the heating implicit in the negative values of

J, at low energies, the six dimensional cooling Jg remains positive.
In fact the relative cooling for a given acceleration AE :

Aegfe s
ANE B B2
rises without limit as the energy falls. This suggests that, for econ-
omy of acceleration, cooling should be done at a very low energy.

In practice there are many difficulties in doing this, but it remains

desirable to use the lowest practical energy: typically around 250
MeV/c, where:

Jo + Jy + j. = Js &~ 2.0 (34)
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124 Longitudinal Heating Terms

and from Perkins text book, converted to MKS:

Z (m.\’ 2
2 ~ e 2 v
Alos) = 20, A07~0.06Z (mu) v ( —2) p As
Since €, = 0, 0y ¢, and t and thus oy is conserved in an interaction
Ae, Ao,
€. oy
and using eq. 2:
ds 1
As — Ap dp/p p Ap 65’7
p dv/ds
30 ,
Ae, 0.06 Z (me) 5 (1 5) B2 FE Ap
= 532 g e A
€, 202 A \my 2 dE/ds p
This can be compared with the cooling term
A€, d
€ _ 7. dp
€2 p

giving an equilibrium:

o () o) (-F) 5w

For Hydrogen, the value of the first parenthesis is ~1.36 %.

Without coupling, J, is small or negative, and the equilibrium does
not exist. But with equal partition functions giving J, ~ 2/3 then
this expression, for hydrogen, gives: the values ploted below.
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The following plot shows the dependency for hydrogen

15.4-

12.9

(%)

10.0+

op/P

7.5
5.0

2.9

| 1 [ N A | 1 Lol
0-0 01 2 345678, 2 3456780
mom ?GeV/c)

It is seen to favor cooling at around 200 MeV /¢, but has a broad
minimum.
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125 rf and bunch length

To obtain the Longitudinal emittance we need o..
If the rf acceleration is relatively uniform along the lattice, then
we can write the synchrotron wavelength? :

2132\, 2
)\S — Wﬁv f/)/ [mc /€]M> (36)
Eta cos(o)
where, in a linear lattice, the "momentum compaction” is:
dv
= 1
o = F = — (37)
£ -

and the field &t is the rf accelerating field; ¢ is the rf phase, defined
so that for ¢ = 0 there is zero acceleration.

The bunch length, given the relative momentum spread dp/p = 4,
is given by?:

(38)

This, in the following plot, is seen to be only weakly dependent on
the energy, but the longitudinal emittance €, = (,v op/p o, rises
almost linearly with momentum, strongly favouring low momenta.

[t is also apparent that the emittance can be reduced if a higher
frequency and higher gradient rf is used. The limit her is when the
ratio of o,/ becomes too large and particles do not remain in the

bucket.

2e.g. sy Lee 7 Accelerator Physics”, eq 3.27
se.g. sy Lee ” Accelerator Physics”, eq 3.55
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(cm)

(P

(mm)

€2

102

10.0

1.0

0.1

0.1 10.0

0.1 1.0 10.0
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13 Emittance Exchange Studies

e Attempts at separate cooling & exch.

— Wedges in Bent Solenoids
— Wedges in Helical Channels*

Poor performance & problems matching between them

e Attempts in rings with alternate
cooling & exchange

— Balbakov® with solenoid focus
achieved Merit=90

e Attempts in rings with combined cooling & exchange

— QGarren et al® Quadrupole focused ring
achieved Merit ~15

— Garren et al: Bend only focusing
achieved Merit /100

— Palmer et al”
achieved Merit ~140

"MUC-146, 147, 187, & 193
sMUC-232 & 246

sSnowmass Proc.

"MUC-239
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14 Balbekov 6D Cooling Ring

Alternate transverse cooling with H2 with emittance exchange in Li

wedge

A

—_—

&)

— [[[[[[[]]

| | [ []]]]

5

6.07 m
D0O5m

Bending magnet

45 deg, R=42 cm
D16m

A-r_':_
=== Solenoid coils
—= Direction of magnetic field
B [iquid hydrogen absorber

m LiH wedge absorber
Cuts off 1/2 of aperture

b

L

s T
=[]

a 201 MHz cavity
1.4%

|||||||||_:"|||||||||>
|||||||||!|||||||||
Circumference 36.963 m

Cell Length | 2.27+6.97=9.25 m
Energy 250 MeV

Max B, 5.155 T

RF Frequency 205.69 MHz
Gradient 15 MV/m
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Before | After
441 Performance
€, (cm) 1.2 | 0.21
€| (cm) 1.5 | 0.63
€6 (cm3) 2.2 10.028
€6/ €60 1 79
N/Ny, no decay 1 0.71
N/Ny, inc. decay | 1 0.48
Merit 1 38
3
7 —— X emittance
—— Y emittance
—— Z emittance

Trans. w/o decay
Trans. with decay

N\,

A\
S

Emittance (cm) or transmission

0 20

40

Period number

e Good cooling in all dimensions

e Merit Factor 38  c.f. Study 2 Linear: Merit=15

BUT
e Calculated without Maxwellian fields

e Design of bends proving hard

e Injection/extraction hard Merit — 3.9 with missing rf

e Non-linear effects with real fields not yet examined
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15 Quadrupole Focused Rings

Garren, Kirk
e Easier to design lattice (dispersion suppression, etc.)

e Thick wedge: both cooling and longitudinal /transverse coupling

10 ,4L.—-—L.L 05

Circumference 31 m
Cell Length 3.8 m
Momentum | 250 MeV/c : -
RF Frequency | 200 MHz " o

RF Gradient | 16 MV /m 7 @

2
Path Length (m)

Before After ratio
€, (mm) 85 34 25
€, (mm) 52 1.2 42
€.| (mm) 14 3.8 3.7
¢ (mm®) 0.62 0.015 39
N/Ny, inc. decay | 1 0.41 41
Merit 1 16 16

e [inal trans. emittance similar to Balbakov

e Longitudinal emittance lower than Balbakov

BUT
e Currently Less acceptance, and thus less Merit
e Probably due to use of Quads vs Solenoids

e Problems with real fields
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16 Bend (weak) Focused Rings
(Garren, Kirk, Fukui ef

-
RF

- | Tl
/ meters
i /

e Good focusing requires strong bending

— Very small, or with alternate bends

— Or reverse bends

e Good Acceptance with Ideal Fields
e Problems with Real Fields

e Now working on Quad ring with Li Lens cooling for Final Collider
Cooling Ring
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.7 RFOFO Ring

471 Introduction

R.B. Palmer R. Fernow J. Gallardo®, and Balbekov’

= =
°.—. "_ _: <=a
&P
X2
o./
KR
K
I ﬂ 33 m Circumference
C%— 200 MeV /c
[emmsl]
o\
\ g
N
S,
N e =R
& >
= =

Injection/Extraction
Vertical Kicker

200 MHz rf 12 MV/m
X Hydrogen Absorbers
“\\
” ] — Alternating Solenoids
~Af Tilted for Bending B,
7

sFernow and others: MUC-232, 265, 268, & 273
'V.Balbekov ”Simulation of RFOFO Ring Cooler with Tilted Solenoids”

MUC-CONF-0264
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472 Lattice

SFOFO as in Study 2

=

7 F 2 |
550 B 13 43
- 0
525
]
& _| 92k

0 1 1 1 1 1 1 1 1 1 1

0.0 0.5 1.0 1.5 2.0 2.5 0.0 0.5 1.0 1.5 2.0 2.5 3.0

length (m)

RFOFO has Reversed Fields

5 5
L | = — , |
Epo i 0
So5 L
i 7
00 05 1.0 15 20 25 00 05 10 15 20 25 30
length (m)
RFOFO chosen 6
SFOFO
e Less Mom acceptance
RFOFO
~ 04 F
&)
BUT
8
g 02
o All cells the same
00 1 1 1
e [ewer resonances 7 0.10 0.15 0.20 0.25 0.30

Momentum (GeV/c)
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473 Coil Layout

Shifted Coils so beam follows field lines

s
—=—==

S
S
e
e
——
e

\

Curved Orbit
» with dipole field
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(cm)

radii

Vertical B (T)

Axial B (T)

Tilt Coils to get Bend

Tilted Solenoids (shown x 2)

RF Cavities H2 Absorber

100 ‘F_A = = = = e
o AT A

U U U,
-100

0.0 2I.5 5I.O 7I.5
0.20
0.15
0.10—/\/\/\/\/\/\/
0.05 -
0.00 | | :

0.0 2.5 5.0 7.5
3 _
YANANNANN/
: \
VIRV,
2
-3 I

0.0 2.5 5.0 7.5
Axial distance (m)
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beta (cm)

dispersion

174 Beta and Dispersion

100 —
75 —
50 —
25 —
0 l l 1 l 1
16.5 17.0 17.5 18.0 18.5 19.0
len (m)
y dispersion
0.1 —
0.0 —
x dispersion
-0.1 —
l 1 l 1 l

len (m)

Dispersion is rotating back and forth



475 Params for Simulation

Coils

gap start  dl rad  dr tilt I/A
m m m m m rad  A/mm?

0.310 0.310 0.080 0.300 0.200 0.0497  86.25
0.420 0.810 0.080 0.300 0.200 0.0497  86.25
0.970 1.860 0.080 0.300 0.200 -.0497 -86.25
0.420 2.360 0.080 0.300 0.200 -.0497 -86.25

amp turns 5.52 (MA)
amp turns length 13.87326 (MA m)
cell length 2.750001 (m)

Wedge
Material H2
Windows none
Radius cm | 18
central thickness cm | 28.6
min thickness cm 0
wedge angle deg | 100
wedge azimuth from vertical deg| 30

RF
Cavities 6
Lengths cm 28
Central gaps cm 5
Radial aperture cm 25
Frequency MHz | 201.25
Gradient MV/m| 16
Phase rel to fixed ref  deg 25
Windows none
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476 Performance

Using Real Fields, but no windows or injection insertion

n/n, = 1543 | 4494

i Merit at 13 turns 139
10?
n/no at 13 turns ~ 0.50
10.0
el € || 43.9 to 2.65 (m mm)
—eltastadis |11 4 t0 2.43 (7 mm)
10 E
0.1 P
: e dp/p 10210 3.6 %
- b i, €6 5.3 t0 0.017 (1 mm)?
10—2 | | | |

turns

Merit falls after 13 turns due to decay loss
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a77 Compare with Linear theory

D = 7cm, ¢ = 28.6 cm, and

14
2 tan(100°/2) o
SO D
J, = — = 0.58
h
Since there is good mixing between x and y so J, = J,,
and from equ 34, XJ; =~ 2.0, so
2 —0.58
Jp = Jy & ———— = 0.71

2
i.e. The wedge angle was chosen to give nearly equal partition func-
tions in all 3 coordinates, and gives the maximum merit factor.
The theoretical equilibrium emittances are now ( eq.18):

. C By 381074 0.4
€L(min) = =2 0.71 0.85 (m mm)

c.f. 2.43 (m mm) observed, which is very good agreement considering

the approximations used.
And from equation 35 we expect

d
—p(min) ~ 2.3%
D

compared with 3.6% observed, which is less good agreement. This
may arise from the poorer approximation of the real Landau scatter-
ing distribution by a simple gaussian.
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a78 Insertion for Injection/Extraction

=38 !::!91

=T
Riiiia

5.0 7.5
Top view
100
— S|
0 o - - ~9
-100 0 /
g A\ L/
-200 .’.V/ | | \v."l
0.0 2.5 5.0 7.5

e First Simulation gave Merit = 10
Synchrotron tune = 2.0: Integer

e Increase energy, wedge angle, and add matching.

e Merit achieved ~ 100
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479 Further Problems under study

e RF windows must be very thin (< 50 microns)
RE at 70 deg will help

—_

o

(e}
1

300

0 100 200
Be Thickness (um)

e Design of wedge absorber

[T1

20
Hydrogen

K

height (cm)

RH Cavity

20

WA I S

-50 25 0 25 50

_ For 80 Degrees For 100 Degrees

e Absorber heating is high for many passes

e The kicker (problem common to all rings)
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Compare with Study 2

e Study 2 Cooling

2.75 m Cells 1.65 m Cells

e

e e.g. RFOFO Cooling Ring

O

e Similar transmission
e Similar Trans emittance

e Less Long Emittance

Study 2 Now Factor
Tot Length (m) 108 33 30 %
Acc Length (m) 54 16 30 %
Acc Grad 16 MV/m 12 MV/m 66 %

e EXPECT COST ~ 1/3

BUT

e Need R&D on absorber heating
e Need R&D on thin windows
e Need R&D on kicker
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mu/p

a8 Mu/p with Cooling vs Accelerator Trans
Acceptance

Using input from Study-2 Front-End (includes some mini-cooling)

All

Acceptance 30 pi panese Proposal)

PRad
mu/p=.162 to .241 (ratio=1.4

0.4 Acceptance 15 pi mm  (As in Study 2)
2

mu/p=.050 to .182 (ratio=3.61)

—~~

0.3

0.2 f%\

M

0.1

100 200 300 400 500
length (m)

0.0

)

e Performance at 30 pi mm without cooling
~ Performance at 15 pi mm with cooling

e Not a new idea:
Mori at KEK has proposed no cooling for a long time

e Cost of acceptance 15—30 pi mm may be less than for cooling

e If no cooling required, less R&D required for Neutrino Factory

e But we still need (approx 3) cooling rings for a Muon Collider



19 Kickers

491 Minimum Required kick

Py Dy Py
Septum
Y Y Y

Before Kick  After Kick After 7 /2

Beam A
% Y I
1
Ap Y
s = — — inf F = —
I F 4 f2m,\ e,
Lo C L
v 4 f2m, R\ e,
c T

=~ M

2 4
U =F (mﬂ8f“2R)
Ho €

e muon €, > other €,’s

e So muon kicker Joules > other kickers

e Nearest are p kickers
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Compare with others

For e, =10 mmm, 8, = 1m, & 7=50 nsec:

After correction for finite u and leakage flux:

1t Cooling | CERN p | Ind Linac

; Bdl Tm .30 088

L m 1.0 ~5 5.0
trise ns 50 90 40

B T .30 ~0.018 0.6

X m 42 08

Y m 63 25

Vitwn KV | 3,970 800 5,000
Unnagnetic 4 10,450 ~13 8000

Note

e U is 3 orders above p

e Same order as Induction

e And t same order

e But V is too High
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192 Induction Kicker

e Drive Flux Return

e Subdivide Flux Return Loops
Solves Voltage Problem

e Conducting Box Removes
Stray Field Return




Works with no Ferrite
e V = the same

o U 2.25X

o [~ 2.25X

e No rise time limit

e Not effected by solenoid fields

Vra
S @Dﬂﬂﬁﬂﬂﬂﬂm
// \\

e [f non Resonant: 2 Drivers

for inj. & extract.
Need 24 x2 Magamps (=~ 20 M$)

e [f Resonant: 1 Driver, 2xefficient
Need 12 Magamps (=~ 5 M$)
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19.3 Magnetic Amplifiers

Used to drive Induction Linacs

similar to ATA or DARHT

Mag 1-D
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Magamp principle

Saturable L

Kicker L
Storage &

Initially Unsaturated, L = Ly is large:

7 = J(L+ L)C s slow
The current [ rises slowly:
t
I = 1, sin ()
TL

When the inductor saturates
L = Lo is small:

7¢ = (L + Ly)C s fast

After approx m phase
Inductor regains its high inductance
The oscillation slows before reversing.
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Pspice Simulation
a) Single stage

- S0
K| K1 &
=
Kbreak §
COUPLING=1 (@)
L4 N -
! g
. [
50 ;L3 =
4:'] 1uH o
o1
c=500 | . [

Time

Circuit Model (Reginato)

PV Ls
c 2 L Ls - w\agne}hc core \a oLuoTMC{_
w
/.\r > Lx - XicKer \v\G{MCtO.'A (2
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1210 Ring Cooler Conclusion

e Rapid Progress has been made.

e Need for very thin windows is greater than for linear
coolers

e Work needed on Hydrogen wedge design

e Much Work needed on Insertion
but probably doable

e The Kicker is the least certain

e Need pre-cooler or other ideas to match phase space
into short bunch train

BUT

e Performance better than linear coolers
e Might lower acceleration cost

e Real hope that Collider requirements may be met
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